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このたびは、弊社の PRIMERGY シリーズをお買い上げいただきまして、誠にありがとうございます。サーバに OS をインストール

される上での留意事項がございますので、本書をよくお読みの上、ご使用願います。 

2008 年 6 月 

富士通株式会社 

 

サーバにすべてのオプション機器(外付け含む)を接続した状態で OS インストールを行う場合は、以下の留意事項をご確認いただ

きますようお願いいたします。 

※なお、サーバ本体のユーザーズガイドの中に以下の記述がございますが、原則として、本書に従ってご対応いただきますよう

お願いいたします。 

 

 2.1.1 内蔵オプションの取り付け 

 （重要）インストール後に取り付ける内蔵オプション装置がすでに搭載されている場合は、いったん取り外し、 

      OS インストール後の再度取り付けてください。 

 

 

内蔵データカートリッジドライブユニットをご使用の場合 

⇒ データカートリッジがドライブユニットに入っている場合、データカートリッジを取り出してください。 

 

ETERNUS(外付けストレージシステム)をご使用の場合 

⇒ ETERNUS の電源が入らないようにしてください。(AC ケーブルを接続しない等) 

 

PRIMERGY SX35 または内蔵ハードディスクユニットベイ変換機構をご使用の場合 

⇒ PRIMERGY SX35 または内蔵ハードディスクユニットベイ変換機構に接続されているアレイコントローラカードの 

アレイ構成を削除してください。なおアレイ構成を削除するとアレイ内のデータも削除されますので、 

削除の前にディスク内にデータがないことをご確認ください。 

データがある場合(OS 再インストール時等)はバックアップを行ってください。 

また、インストール後にアレイ構成を再設定およびバックアップデータの復旧を行ってください。 

 

上記の留意事項を確認せずに OS インストールを行うと、誤って上記媒体に OS がインストールされる場合がございますので、 

ご注意願います。 

 

以上 

 

オプション機器が接続されている際の 
OSインストール手順について
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Thank you for purchasing our product. Before you start using your server, please read carefully the additional 
notes described below. 

June 2008 
FUJITSU LIMITED 

There is notice for the OS installation as below, when option devices are connected to the server,  
 
* the following comments are described in the User’s Manual but please refer the procedure written in 
this document basically. 
 

Important: If an internal option device that must be installed after the OS installation has been 
already installed, remove it and then reinstall it after the OS installation. 

 
 
When Internal Data Cartridge Drive Unit is connected 

 Please remove data cartridge before installation if the data cartridge is mounted. 

 

When external storage devices (ex. ETURNUS) is connected 

 During OS installation, please turn off the external storage device. 

 
When PRIMERGY SX35 or Internal HDD Unit Bay Conversion kit is connected 

 Please delete all of current disk array configuration on array controller which is connected to PRIMERGY 
SX35 or Internal HDD Unit Bay Conversion kit. But in case of deleting the disk array configuration, the internal 
data will be lost, therefore please perform the backup of the important data if necessary. Then, after OS 
installation, please create disk array configuration and restore from backup data. 

If OS is installed without confirming the above items, the OS data might be saved to unexpected 
media. 
 
 

 

 

 

 

Notes for OS installation 


